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機械器具（24）知覚検査又は運動機能検査用器具

一般医療機器　体表面筋電計電極　11441001

指電極　NM-451B

届出番号　13B1X00206000292
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＊2021年1月改訂（第4版）
　2017年9月改訂（第3版）（新記載要領に基づく改訂）

【禁忌・禁止】

1.	併用医療機器［相互作用の項参照］
（1）	 磁気共鳴画像診断装置（MRI装置）［誘導起電力により局部

的な発熱で患者が熱傷を負うことがあります。］

【形状・構造及び原理等】

1.	概要
本品は、生体皮膚表面に装着し誘発筋電図の導出および皮膚上から
電気刺激を与えます。

2.	構成
名　称 数量

（1） 指電極　NM-451B 1

3.	外観形状、構造および寸法
リード線

リング電極部

コネクタ部	
（DINタイプ） リード長：300mm

本品には以下のようなシンボルマークが使用されています。シンボ
ルマークが示す名称および意味は、下表のとおりです。

シンボルマーク 名称・意味

CEマーク

医療機器（欧州連合の法令要求マーク）

4.	原材料
各部の名称 原材料

（1） コネクタ部 ABS、PVC

（2） リード線 PVC

（3） リング電極部 ステンレス

【使用目的又は効果】

1.	使用目的
本品は、体表面において、筋肉または神経組織内の生体電気信号を検
知あるいは組織に電流を流すために用いる導体をいいます。

【使用方法等】

1.	使用方法

（1）	装着方法
1）	 刺激用として使用する場合は、コネクタを使用する装置の刺激出
力用電極中継コードに接続します。
また導出用として使用する場合は、コネクタを使用する装置の電
極接続箱や入力用電極中継コードに接続します。

＊

＊

2）	 皮膚のインピーダンスを下げるため、電極装着部の指をアルコー
ルまたは皮膚前処理剤（スキンピュア）にてよくこすります。

3）	 装着する指にペースト（エレフィックス）を塗り、電極部に指を通
し、装着します。
※黒い方が（－）側電極です。黒い方を指の根元（中枢側）にくる
ように装着します。

［注］刺激用として使用する場合、ペーストを付けすぎると皮膚上
で刺激電極が短絡し、刺激できない場合があります。そのと
きは、電極間のペーストを拭き取ってください。

※本品と組み合わせて使用可能な医療機器は、以下の認証品があり
ます。

販売名 認証番号 製造販売業者

①
筋電図・誘発電位検査装置 
MEB-2300シリーズ　
ニューロパック　X1

221ADBZX00003000 日本光電工業株式会社

②
神経機能検査装置 
MEE-1200シリーズ　
ニューロマスター

219AHBZX00006000 日本光電工業株式会社

2.	使用方法等に関連する使用上の注意

（1）	 傷および炎症のある部位に装着しないでください。

（2）	リード線を引っ張ったり、無理に曲げたりしないでください。断線
の原因となります。

（3）	 刺激部位は検査対象の神経または筋によって異なります。検査目
的に合った部位に装着してください。

（4）	 刺激用電極として長時間使用する場合、定期的に刺激電極のペー
ストを確認してください。電気刺激を長時間続けると、刺激電極の
ペーストが乾きがちになるため、そのまま刺激を続けると刺激部
位が発熱し熱傷を生じることがあります。

【使用上の注意】

1.	相互作用（他の医薬品・医療機器等との併用に関すること）

（1）	併用禁忌（併用しないこと）

医薬品・医療機器の名称等	
（一般的名称/一般名・販売名） 臨床症状・措置方法 機序・危険因子

1）磁気共鳴画像診断装置	（MRI装置）

MRI検査を行うと
きは、本装置に接続
されている電極を
患者から取り外す
こと

誘導起電力により
局部的な発熱で患
者が熱傷を負うこ
とがある

（2）	併用注意（併用に注意すること）
1）	除細動器

①	除細動を行うとき周囲の人は、患者および患者に接続されて
いる装置やコード類には触れないでください。放電エネルギ
により電撃を受けます。

②	除細動を行うとき、  または   のマークのないコネクタ
部に接続されたトランスデューサや電極は、患者から取り外し
てください。放電エネルギで操作者が電撃を受けることがあ
ります。
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③	除細動を行うときは、患者の胸部に装着した電極および貼付
してある薬剤を取り除いてください。除細動器のパドルがこれ
らの物に直接触れると、除細動の効果が減少します。また放電
エネルギによりその部位で熱傷を生じます。

2）	電気手術器（電気メス）

①	電気メスと併用する場合は、電気メスの対極板の全面積を適
切に装着してください。装着が不適切な場合、電気メスの電流
が電極に流れ、電極装着部に熱傷を生じます。

②	電気メスと併用する場合は、電気メスの刃先と対極板から充
分距離を置いた位置に電極を装着してください。電気メスの
刃先と対極板を結ぶ高周波電流経路の近くにも電極を装着し
ないでください。
充分な距離を取れない電極が装着されている場合、電気メス
使用時には電極を電極接続箱から取り外してください。長時
間のモニタリングを行う場合、電極を定期的に確認してくださ
い。電気メスの刃先と電極の距離が近いと、電気メスの電流が
電極に流れ、熱傷を生じます。

【保管方法及び有効期間等】

1.	耐用期間
本品は消耗品です。
※�開封時に傷、破損があった場合、材料に変質が見られた場合は、無
償交換いたします。

【保守・点検に係る事項】

1.	清掃・消毒

（1）	清　掃
使用後はすみやかに洗浄してください。使用後に洗浄せずに放置
するとペーストが固まり、電極性能が劣化します。

1）	 水またはぬるま湯で電極などに付着したペーストを洗い流しま
す。また電極に油膜ができると波形が歪むことがあります。消毒
用エタノール（日本薬局方基準を満たすもの。濃度：15℃でエタ
ノール76.9～81.4vol％）または水で薄めた中性洗剤を含ませた
柔らかい布で油膜を落としてください。

2）	 水分をよく拭き取り、電極表面や接続端子を酒精綿で清掃した
後、乾燥させます。

（2）	消　毒
以下の消毒剤などを含ませた柔らかい布できれいに拭きます。

1）		グルタルアルデヒド...............................................................2%

2）		塩酸アルキジアミノエチルグリシン.................................0.5％

3）		塩化ベンザルコニウム.......................................................0.2％

4）		塩化ベンゼトニウム...........................................................0.2％

5）		グルコン酸クロルヘキシジン............................................0.5％

（3）	清掃・消毒に関する注意事項
1）	 滅菌は行わないでください。

2）	 指定の消毒剤以外による清掃・消毒は行わないでください。

3）	 熱湯や塩素系漂白剤で清掃しないでください。

4）	 消毒剤は正しい濃度で使用してください。

5）	 スプレーなどで消毒を行う場合は、スプレーを吹き付けた後にそ
のまま放置せず、布などで拭き取ってください。

6）	 次亜塩素酸による消毒は行わないでください。

7）	 シンナー、アセトンなどの有機溶剤や漂白剤は、表面の塗装や樹
脂部品を傷めますので絶対に使用しないでください。

8）	 紫外線照射およびオゾンによる滅菌・消毒は行わないでくださ
い。

2.	点　検

（1）	 電極リード線の断線チェックはテスターでも行えます。

（2）	 電極の先端とコネクタの金属部分にテスターをあてて導通を
チェックします。

（3）	 使用時に不良と思われた電極は、テスターなどでチェックして、断
線などが考えられる場合は廃棄してください。修理はできませ
ん。

【製造販売業者及び製造業者の氏名又は名称等】
製造販売業者：	 日本光電工業株式会社
電話番号：	 03-5996-8000（代表）
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NOTE

If there are artifacts even when the electrode is moist and 

properly attached, the electrode lead may be broken. The broken 

lead cannot be repaired. Dispose of the electrode.

Disposal
When the lead is damaged, replace the entire electrode with a new one. 
Dispose of the finger electrode as medical waste.

CAUTION
Dispose of Nihon Kohden products according to your 
local laws and your facility’s guidelines for waste disposal. 
Otherwise, it may affect the environment. If there is a 
possibility that the product may have been contaminated 
with infection, dispose of it as medical waste according to 
your local laws and your facility’s guidelines for medical 
waste. Otherwise, it may cause infection.

Environment
Operating temperature: 10 to 40°C (50 to 104°F)
Operating humidity: 30 to 85% RH (noncondensing)
Operating pressure: 700 to 1060 hPa
Storage temperature: –20 to +65°C (–4 to +149°F)
Storage humidity: 10 to 95% RH
Storage pressure: 700 to 1060 hPa

Lifetime
This product is a consumable. We will replace the electrode with a new 
one if the electrode is found to be scratched, damaged or deteriorated 
when the package is opened.

Specifications
Withstand voltage:

AC 3000 V for one minute (between the enclosure and the connector)
AC 500 V for one minute (between the connectors)

Conductor resistance:
10 Ω or less (between the electrode and the connector)

Attaching Electrodes
1. When used as a stimulating electrode:
 Connect the electrode connectors to the stimulation output 

connectors on the instrument that you use.

 When used as a recording electrode:
 Connect the electrode connectors to the electrode lead jacks on the 

electrode junction box that you use or the extension cord.

2. For stable measurement, rub the attachment sites with a cotton pad 
moistened with alcohol or Skinpure skin preparation gel.

3. Apply an optimal amount of Elefix EEG paste to the finger and put the 
finger through the electrodes. The black part is the negative electrode. 
Attach the black part at the base of the finger.

NOTE
When you use the electrode as a stimulating electrode, do not 
apply too much Elefix EEG paste because it may cause a short 
circuit on the skin and the finger cannot be stimulated. If this 
occurs, wipe the paste from between the two rings with a dry 
cloth or paper.

Cleaning and Disinfection

NOTE
• Do not sterilize the electrode.

• Use specified disinfectant for cleaning and disinfection.

Cleaning
Wipe the electrodes with a clean cloth immediately after use. If you 
leave the electrode without cleaning, the paste will harden and the 
performance of the electrode will deteriorate.

1. Clean the electrode gently with water or lukewarm water. If there is 
an oil film on the electrode, remove the oil with a cloth moistened 
with alcohol (76.9 to 81.4 vol%, 15ºC (59ºF) ) or detergent. The oil 
film prevents acquiring correct waveforms.

NOTE

Do not use hot water or bleach.

2. Wipe the electrode with a dry cloth, clean the electrode and 
connector with a cotton moistened with alcohol. Then dry it 
thoroughly.

Disinfection
Wipe the electrode with the cloth moistened with one of the following 
detergents. Use the recommended concentration.

Disinfectant Concentration (%)
Chlorhexidine gluconate solution 0.5
Benzethonium chloride solution 0.2
Glutaraldehyde solution 2.0
Benzalkonium chloride 0.2
Alkyldiaminoethylglycine hydrochloride 0.5

NOTE
• If you spray disinfectant, wipe the disinfectant with a cloth.
• Do not use hypochlorous acid, ultraviolet ray or ozone.
• Do not use bleach or volatile liquids such as thinner or acetone, 

because this will damage the electrode.

Maintenance
Check that the electrode is not dirty, and that there is no rust, scratch or 
crack on the electrode and no damage on the lead. You can check lead 
break using a continuity tester. To check electric continuity, touch the 
tester to the connector and the electrode.

NIHON KOHDEN CORPORATION
1-31-4 Nishiochiai, Shinjuku-ku, 
Tokyo 161-8560, Japan
Phone +81 3-5996-8041
https://www.nihonkohden.com/

Manufacturer
NIHON KOHDEN EUROPE GmbH
Raiffeisenstrasse 10, D-61191 Rosbach, Germany
Phone +49 6003-827-0  Fax +49 6003-827-599

European Representative

SHANGHAI KOHDEN MEDICAL ELECTRONIC
INSTRUMENT CORP.
No. 567 Huancheng Bei Road
Shanghai Comprehensive Industrial Development Zone
Fengxian District, Shanghai 201401, China
Phone +86 21-5743-6998  Fax +86 21-5743-6939

NIHON KOHDEN AMERICA, INC.
15353 Barranca Parkway, Irvine, CA 92618, U.S.A.
Toll-free +1-800-325-0283
Phone +1 949-580-1555  Fax +1 949-580-1550

Copyright Notice
The entire contents of this manual are copyrighted by Nihon Kohden.
All rights are reserved. 

Note for users in the territory of the EEA and Switzerland:
Any serious incident that has occurred in relation to the device should be 
reported to the European Representative designated by the manufacturer 
and the Competent Authority of the Member State of the EEA and 
Switzerland in which the user and/or patient is established.


